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The LED Revolution

Stadium Flood Light

IKIO Stadium Flood Light has aluminum alloy composition, rugged die-cast design, and integrated cooling fans, to
ensure optimum heat dissipation. This Stadium Flood Light is ideal for security, landscape, accent lighting, signage, and
facade applications, which require directional lighting.

Features

Multi-purpose outdoor fixture

Rugged die-cast aluminum housing

10-Year Manufacturer’s Warranty

LM79/LM80/TM-21 data available(on request) Powered by
100,000 Hour rated life at L70
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LED LIGHT
Replaces up to 1500W HID
Working Temperature: -10°F to 120°F
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The LED Revolution

TECHNICAL SPECIFICATIONS

Product Code IK-FLS1-L105- IK-FLS1-L104- IK-FLS1-L100- IK-FLS1-L110-
XXX-XX XXX XXX-XX XXX XXX-XX XXX XXX-XX XXX
Power Consumption (W) 400W 500W 600W 1000W
Lumen Output (Lm) 42000+5% 52000+5% 60000+5% 110000 +5%
Lumen Efficacy (Lm/W) 105+5% 104+5% 100+5% 110+5%
Beam angles 120 120 120 120
CCT 4000K, 5000K, 5700K
AC Input Rating(Vac) AC 90-277V 50/60Hz
Color Rendering Index(CRI) >75
PF >0.90
ORDERING INFORMATION
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