LED Strip Lights

ZNERGY

The LED Revolution

IK-SLR1

IKIO LED Strip light is designed for direct replacement of existing Strips IKIO's Strip Light is offered in a variety of color

temperatures, for flexibility in all types of applications. Optional waterproof verision.

FEATURES

DC12/24V low-voltage power supply, security and energy efficiency
Led type: 2835 SMD led.

Led quantity: 60leds/m

Led lighting angle: 120°

80+ CRI

Dimmable by using dimmer controller

Over 50,000-hours of lifetime at L70

Multi-volt (100 -277V) input

5-Year Manufacturer's Warranty
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HZNERGY

The LED Revolution

TECHNICAL SPECIFICATIONS

T IK-FLS1-L105- IK-FLS1-L104- IK-FLS1-L100- IK-FLST1-L110-
XXX-XX XXX XXX-XX XXX XXX-XX XXX XXX-XX XXX
Power Consumption (W) 400W 500W 600W 1000W
Lumen Output (Lm) 42000+£5% 52000+5% 60000+5% 110000 +£5%
Lumen Efficacy (Lm/W) 105+5% 104+5% 100+5% 110+5%
Beam angles 120 120 120 120

cCcT

4000K, 5000K, 5700K

AC Input Rating(Vac)

AC 90-277V 50/60Hz

Color Rendering Index(CRI) >75
PF >0.90
ORDERING INFORMATION
MODEL LUMEN EFFICACY  POWER cCT
| IK-FLS1 | - | L105 400 | - |40
0- 400W 40 -4000K
0- 500W 50 -5000K
0- 600 W 57 -5700K

/ I \ o
it T V5> .
28000 — * Unjt: cd
0

¢0 /180
c30/210
— ¢60/240
c90/270

IK-HHBC400W

@ ‘@"‘ :',t:ms@u

800.931.5662

*  www.ZnergyWorld.com -

IK-HHBCS500W

0-1000 W

Unit: ed
c0 /180
c30/210
— ¢B60/240

c90/270

Unit: ed
cl

IK-HHBCE0OW

Powered by

B1kio

sales@ZnergyWorld.com

180
e30/210
e60/240
c890/270



ZNERGY

TECHNICAL SPECIFICATIONS

The LED Revolution
Internal Product Code IK-SLR1-L100-XXXX-DX-XX
Size (mm) -
Power Consumption (W) 13
Lumen Output (Lm) 1300 + 3%
Lumen Efficacy (Lm/W) 100 + 5%
CCT (K) 3000 + 5% 3500 + 5% 4000 = 5% 5000 + 5% 6500 + 5%
Color Rendering Index (CRI) 80+
AC Input Rating (VAC) AC 100-277v 50/60Hz
Dimming (0-10v) Optional
PE =0.90
ORDERING INFORMATION
Optometric Data
IK-SLR1-L100-XXXX-DX-XX
Radiation diagram
105° 907 750
120° T —F-00"
135 2 I X357
1509/ /4 by .30°
165°L [/ 2 15°
180° 0°
100 50 0 50 100
Relative luminous intensity lv %
LED Light distribution
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HZNERGY

The LED Revolution

TECHNICAL SPECIFICATIONS

Internal Product Code IK-SLR2-L100-0006-DX-XX
Size (mm) =
Power Consumption (W) 6
Lumen Output (Lm) 600 = 5%
Lumen Efficacy (Lm/W) 100 = 5%
CCT (K) 3000 + 5% 3500 + 5% 4000 + 5% 5000 £ 5% 6500 + 5%
Color Rendering Index (CRI) 80+
AC Input Rating (VAC) AC 100-277v 50/60Hz
Dimming (0-10v) Optional
PF =0.90
ORDERING INFORMATION
Optometric Data
IK-SLR2-L100-XXXX-DX-XX
Radiation diagram
105° 90° 75°
120° 80
1355 X048
150/ /S A AT N 30°
165°LL [/ /A ST A AT \ LA 16° |
1goe LLLL LT [T plies 0°
100 50 0 50 100
Relative luminous intensity Iv %
LED Light distribution
Powered by

T

-

. @“‘ C DISON

B1kio

800.931.5662

*  www.ZnergyWorld.com ¢ sales@ZnergyWorld.com



