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Product Specification Sheet | Solar Outdoor Lighting

Maxilon Solar Series Streetlight

FEATURES

» Separated battery case for easy maintenance.

* Integrated large solar panel.

» Angle adjustable LED modules.

» Remote-controlled PIR sensor, timer on-off and brightness
adjustment.

* High lumen efficacy LED chips of 160 Im/W.

* VFT (Variable Frequency Technology) to Control and adjust the LED
driver frequency.

* ALS 2.0 for stable lighting performance of 10+ nights in rainy and

| cloudy weather conditions.

* TCS (Temperature Control System) to protect the battery from

} charging and discharging in high temperatures.

PRODUCT DETAILS

LIGHTING PERFORMANCE

Efficacy 160 Im/W

Power 20W 30w  40W  50W 60W  70W 80w

Lumen Output 3200 Im 4800 Im 6400 Im 8000Im 9600 Im 11200 Im 12800 Im

CCT 6000 K Battery Type Rechargeable Li- ion Battery
Power Factor Solar Panel Type Monocrystalline Silicon
Beam Angle 140° APPLICATIONS

bl Airports, highways, roadways, streets, large parks, and other
Solar Charging Time  7-10 hours by bright sunlight outdoor applications.

Battery Capacity

Lighting Time 7~10 nights after fully charged AR, U LR T R ee
Battery Li - ion Battery with 1000+ cycles

ENVIRONMENT & LIFESPAN

Operating Temperature

IP Rating P65
Operating Hours Over 50,000 hours
Warranty 5 Years
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